VFFS Machine
Mod. “V5/10”
for powder products

4 corner seal available
From 500gr. To 5kg
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VFFS Machine
Mod. “V5/10”
for powder products
Our packaging machine makes PE-bags starting from flat foil
film reels, using impulse sealing bars (for PE biseal films) or
hot bar sealing bars ( for laminated monoseal films), then
weighs/doses into the bag the desired quantity of products
using an auger system; finally, the bag is seal closed and
delivered to the outfeed conveyor.
PACKAGING UNIT
•• Pneumatic-based main movements.
•• Parts in contact with product in stainless steel.
•• Longitudinal sealing bar with independent pneumatic movement,
manageable directly form the HMI.
•• Transversal sealing bars with independent pneumatic movement,
capable of providing maximum reliability, closing force and
positioning precision, thanks to the levers planarity configuration
in closed position.
•• Bag length easily adjustable, with several options: by time, with
eyemark sensor, encoder, encoder + eyemark sensor.
•• Welding control on each sealing bar to guarantee the bags perfect
closing and to have constant ad homogenous temperatures.
•• Welding cooling on film using constant-temperature water circuit
(on impulse version).
•• Equipped with power electrical cabinet and air RFL and EV
subsystem.
•• Control unit integrated in the main cabinet, with PLC and HMI to
manage all parameters and functionalities, the recipes, alarms,
messages, diagnosis.

VERTICAL AUGER DOSING SYSTEM
The product is fed inside the doser. The product level is managed by
a level sensor to ensure a constant feeding, essential for a proper
product dosing, while an agitator unit mixes the product to avoid
excessive product compaction.
A brushless drive manages the dosing volume, following what set
on the HMI; the brushless motor is directly connected (in order to
have the maximum precision) to the vertical screw. If needed (wide
product portfolio variety and/or non-constant density), the doser
can be equipped with a “weigh by loss” weighing system.
A pneumatic gate system closes each time the dosing rate is
reached, to avoid possible product leakage.
BAG DETAILS
•• Lateral gussets and/or square bottom.
•• Dust aspiration for free flowing product residuals on the upper
part of the open bag.
•• Double transversal/longitudinal welding (optional on impulse
version only).
•• Product compacting device underneath the sealing bars.

DATI TECNICI

Impulse version

Hot bar version

Max bag dimensions (flat bag)
Max film width
Max bag volume
Water consumption
Weight
Power supply
Tension
Air supply

410xh.750 mm.
870 mm.
25 Lt.
2 Lt./min.
2800 kg.
10 kW
400 V 3Ph+N+PE
600 NL/min @ 6/8 bar

370xh.700 mm.
770 mm.
25 Lt.
2800 Kg.
10 kW
400 V 3Ph+N+PE
600 NL/min @ 6/8 bar
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